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IMPROVED WALL SECTION



4 SOLAR DECATHLON TEAMS

Team 1: Ontario

Brand: Eclipsall Energy Corporation
Quantity: 60 multi-crystalline PV cells
Model: Eclipsall NRG60M

Max system voltage: 250W-270W

Size: 1663 x 997 x 42mm ::'! CanadianSolar

Make The Difference

Team 2: Alberta (USING IN MY DESIGN) R
Brand: Canadian Solar CS6P-2501255P
Quantity-40 Polycrystalline Solar Panels
Model: CS6 P-250/255P

Max system voltage: 250W-270W
Size:(64.5 x 38.7 x 1.57in)

THE BEST IN CLASS

Canadian Solar's modules are the best in class in terms of power output
and long term reliability. Our meticulous product design and stringent
quality contral ensure our modules deliver a higher PV energy yield in live
PV system as well as in PVsyst"s system simulation. Our in-house PV testing
facilities guarantee all module component materials meet the highest
quality standards possible.

Team 3: Stanford

Brand: Stion Corporation, 6321 San Ignacio Ave, San Jose, CA 95119
Size: 23.9” x 65.2” x 1.4”

Max system voltage: 600v

Total: 48 panels

Team 4: Norwich

Brand: Solo power, San Jose, CA
Model: SoloPanel Model SP1
Size: 86.1” x 15.7"” x .1”

Total: 30 panels
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UNIT DIMENSIONS
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UNITS: LOW, MEDIUM & HIGH DENSITY




SUN STUDY: BROOKLYN, NY.
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SUN STUDY: IRVINE, CA.
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COLT SOLAR SHADING LOUVER SYSTEMS
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Mote: Table to be used 23 a guide only. Allowable dimensions depend upon the specific
requirernents of the praject.
* i spanning across an intermediate mullion, max 141.73°
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