
Instructions 

STEP1. Find the location where you want to put the carbon 

monoxide alarm/detector. (I picked the hallway closest to my 

kitchen and bedrooms.) 

 

 

 



STEP2. Measure the wall based on the brackets 

(mark1 is approximately ¾ and mark2 3 ¾ ) 

 

 

 

 

 

 

 



STEP 3. Use the screwdriver to install the screws 

(screws came with the carbon monoxide) 

 

 
 

 

 

 

 

 

 

 



 

Step4.  Place the back of the carbon monoxide on 

the screws. 

 
 

 

 

 

 

 

 

 

 



 

Step5.  Turn the carbon monoxide alarm/detector 

around so you could see the back. 

 
 

 

 

 

 

 

 

 

 



 

Step6. Place the batteries into the back of the 

carbon monoxide alarm/detector. 

 
 

 

 

 

 

 

 

 

 



 

Step7. Align the carbon monoxide alarm/detector 

to the back that you screwed into the wall. 

 
 

 

 

 

 

 

 

 

 



 

Step 8. Slide the carbon monoxide alarm/detector 

down on the back and there you have installed it!! 

 
 

 

 

 

 

 

 

 

 



 

Step9.  Please press the button on the carbon 

monoxide alarm/detector to make sure that it is 

installed properly. Ensure that you hear three 

beeps to know that you have successfully 

installed the carbon monoxide alarm/detector. 

Give yourself a tap on the back for a job well 

done!!!!! Now be safe cause remember safety first. 

 
 

 


