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 This is a Shure Wireless Workbench 6 Quick Start Guide for future Frequency Coordination 
in the Voorhees Theater. This guide will instruct you how to do a simple frequency 
coordination in the theater after performing a spectrum analysis. There is a lot more to this 
program, please feel free to research on your own and explore numerous capabilities. 

Shure Wireless Workbench is available to download on the Shure’s website. If you don’t 
have access to the internet in the theater’s computer you may download the folder to a 
computer with internet connection, save that folder in a USB and then transfer that 
“download folder” to the theater computer, then install the program there. 

Here is a link to Shure website where you can download the program for free 
https://www.shure.com/en-US/products/software/wwb6 

For more information visit their online start guide. 

The software’s three main tabs display system inventory, frequency coordination and the 
monitor window. We will be working on the inventory tab and the frequency coordination tab. 

Adding devices: 

1.       Make sure you are in the Inventory tab 

2.       Go to the top left corner and select “add new device” 

3.       Select the manufacturer, Model and Band 

4.       Before Pressing “Add” go to the left bottom corner on the window and adjust the “Active 
Devices” number, make sure you have the correct number of channels 

5.       Press “Add” 

6.       Verify that all the devices you want are added under the inventory tab, if you need to 
adjust, “add new device” or right-click on the channel to eliminate 

7.       Note that if you computer and wireless rack are connected to the network, all devices 
should be recognize when you start the program 
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Adding Active TV Channels: 

1.       Go to the Frequency Coordination tab 

2.       Select “Spectrum” on the Right bottom corner 

3.       Select the settings icon on the “TV Channels” section 

4.       Fill out the information, Country, Postal Code Lookup 

5.       You can leave the default Radius and default options selected 

6.       Click Search for TV Channels 

7.       Click Save 

8.       TV Channels Exclusion should now appear on your “spectrum plot” 

 *you can adjust your plot properties to start in 470.000 MHz and end in 600.000 MHz, since 
this is the frequency band you can work with, this will adjust the spectrum plot and allow a 
better view* 

 

 Adding Scans: 

1.       Go to the Frequency Coordination tab 

2.       Go to the mid left section 

3.       Scroll down until you see “Scan Data” 

4.       Select the “Import” drop down menu 

5.       Click “From File” 

6.       Import you scan 

7.       This will automatically appear in the spectrum plot, you can adjust the color and you can 
also have multiple scans showing at the same time, by selecting and deselecting them. 
Import note is that only selected scans will the take into account when doing a Frequency 
Coordination 

 

 

 

 



Adding Frequencies: 

1.       Still in the Frequency Coordination tab 

2.       Go to the right bottom corner and select the tab that says “Add Frequencies” 

3.       Then Click “Select Frequencies From Inventory” 

4.       Make sure “All Frequencies from Inventory” is selected 

5.       Press “Ok” 

6.       All your devices should now appear on the left side 

  

Adding Backup Frequencies 

This will tell the system to look for additional frequencies just in case we need them. There 
are two ways of doing this. 

#1 This option tells the system to look for as many backup frequencies as it can find. 

1.       Below your spectrum plot there is a “setting” icon. Click that and it will open your 
“coordination preferences” 

2.       Make sure the “Automatically calculate backup frequencies” is selected, if not, select it 

3.       Click “Apply 

4.       Close window 

#2 This option tells the system to look for a specific amount of backup frequencies 

1.       Right click on the header above “Primary Frequencies” in the bottom left side 

2.       A drop-down menu will appear 

3.       Look for the option the say “Add more backup frequencies” 

4.       Adjust the number of frequencies you want added 

5.       Click “Add more backup frequencies” this is like an invisible press option 

6.       Frequencies should be added under its own section called “Backup Frequencies” 

  

 



Doing the Frequency Coordination: 

After doing all these steps you are now ready to coordinate 

1.       On the Frequency Coordination tab 

2.       Select “Analyze” to check the compatibility of the current frequencies 

3.       Select “Calculate” to find compatible frequencies for all unlocked entries 

4.       Select “Assign and Deploy” to preview the assignments of channels and frequencies 

5.       Select “Deploy to Inventory” to send the frequencies to the components 

6.       If you are connected to the network, it will send it to your system automatically. If you 
are not, simply add the frequencies manually to your system. 

  

  

  

 


