
WHAT IS ADA ?
The Americans with disabilities act(ADA)-An act to 
discrimination on the basis of disability in employment, 
State and local government, public accommodations, 
commercial facilities, transportation, and 
telecommunications.

WHAT CONSIDER 
DISABILITY ?
 individual with a disability is a person who meets legitimate skill, 
experience, education, or other requirements of an employment 
position that s/he holds or seeks, and who can perform the essential 
functions of the position with or without reasonable accommodation.



Signs Requirements
ADA Sign Mounting Height

 Height Above Finish Floor or Ground. 
Tactile characters on signs shall be 

located 48 inches minimum above the 
finish floor or ground surface, 

measured from the baseline of the 
lowest tactile character and 60 inches 

maximum above the finish floor or 
ground surface, measured from the 

baseline of the highest tactile 
character.

ADA Lettering 

 Letters and numbers on signs shall have a width-
to-height ratio between 3:5 and 1:1 and a stroke-

width-to-height ratio between 1:5 and 1:10

Characters and numbers on signs shall be 
sized according to the viewing distance from 

which they are to be read. The minimum height 
is measured using an upper case X. Lower 

case characters are permitted.

Assistive Listening Systems. In assembly 
areas where permanently installed assistive 

listening systems are required. the availability 
of such systems shall be identified with 

signage that includes the international symbol 
of access for hearing loss 



Stairs and Handrails
TREAD AND RISERS On any given flight of stairs, all steps shall have 
uniform riser heights and uniform tread widths. Stair treads shall be 
no less than 11 in wide, measured from riser to riser . Open risers 
are not permitted.

Each stair tread is 11 inches deep minimum with a sloped riser. The nosing 
shall project no more than 1-1/2 inches

Handrails shall be continuous along both sides of stairs. The inside handrail on 
switchback or dogleg stairs shall always be continuou.

Handrails that are not continuous must have a horizontal extension at the top 
and bottom of the run. A minimum 12 inch horizontal extension is required at 
each top riser. A minimum 12 inch horizontal extension plus the width of one 
tread is required at each bottom riser 



ADA 
Ramps
Any part of an accessible route with a slope greater than 1:20 shall 
be considered a ramp.

Slope and Rise
The least possible slope shall be used for any ramp. The maximum 
slope of a ramp in new construction shall be 1:12. The maximum rise 
for any run shall be 30 in.
 Landings
Ramps shall have level landings at bottom and top of each ramp and 
each ramp run.
 (1)The landing shall be at least as wide as the ramp run leading to 
it.
(2) The landing length shall be a minimum of 60 in clear.
(3) If ramps change direction at landings, the minimum landing size 
shall be 60 in by 60 in
 Handrails
If a ramp run has a rise greater than 6 in or a horizontal projection 
greater than 72 in, then it shall have handrails on both sides. 
Handrails are not required on curb ramps or adjacent to seating in 
assembly areas.



Bathroom Stalls
Size 
The size and arrangement of the standard toilet stall shall comply 
with figure here-under, Standard Stall. Standard toilet stalls with a 
minimum depth of 56 in .shall have wall-mounted water closets. If 
the depth of a standard toilet stall is increased at least 3 in , then a 
floor-mounted water closet may be used. 

Doors. Toilet stall doors, including door hardware, If toilet stall 
approach is from the latch side of the stall door, clearance between 
the door side of the stall and any obstruction may be reduced to a 
minimum of 42 in

Grab Bars. Grab bars complying with the length and positioning 
shown in figures here-under shall be provided. Grab bars may be 
mounted with any desired method as long as they have a gripping 
surface at the locations shown and do not obstruct the required clear 
floor area


